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Engineering Excellence 
Forward’s U.S. engineers have 
over 29 years of combined                    
experience designing automotive 
lifts for service and repair shops. 
Forward’s philosophy is to own our 
designs rather than use someone 
else’s off the shelf product. 

Product Integrity 
21st century design tools allow us 
to create, control and validate our 
designs to ensure maximum perfor-
mance. Forward lifts are thoroughly 
tested to meet quality and durability 
standards. All product families are 
proof load tested to 1½ times rated 
capacity and rigorously cycle tested.

Shown: DP15 
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Specifications DP15S DP15S-2
Capacity 15,000 lbs.
Rise 88-1/2"
Minimum Lifting Height 5-3/8"
Overall Height 14' 7" 16' 7"
Height to Shut-Off 13' 10" 15' 10"
Minimum Ceiling Height 14' 8" 16' 8"
Overall Floor Width 12' 4"
Inside Column Width 117"
Drive Through 109"
Minimum Adapter Height 5-3/8" - 7-3/8"
Stackable Adapter Height 
(low extension) 10-3/8"

Stackable Adapter Height 
(high extension) 15-3/8"

Voltage/Amps 208/230v, 20 amps
Motor/Phase 2 HP/1Ø*

*Optional 3-phase available.
Specifications subject to change without notice or liability

Closed loop hydraulic 
system - preventing 
hydraulic contamination

Padded shut-off 
bar to prevent 
damage caused by 
lifting a vehicle 
too high

Two heavy-duty Direct-Pull™ 
hydraulic cylinders designed 
to minimize down-time by 
requiring little maintenance

Lift comes 
with 5" and 
10" truck 
adapter 
extensions

High tech gear style arm-restraints allowing 
quick and easy placement of the lift arms

Powder coat finish; 
more durable than 
conventional finishes

 Shown: DP15S 
15000 lbs. capacity


